
March 19, 2012 

Example: Graphical display for input of a GDP and GS 

Program Description:  The is a weather program for all day low ceilings ____.  The scenario has a ground stop followed by a revision into a DAS 

mode.   

Initial Progarm issued in UDP Mode at 1430Z  
 

Issue Time 1430Z 
Program Type = GDP-UDP 
Parameters Tab 

Program Time Options 
  Start = 1630Z 
  End = 0359Z 

Before Revision Start: Unchecked 
After revision End: Unchecked 
Compress to Last CTA = Default 
Checked 

Program Rate:  
Hourly: 36 
Pop-Up: - 
Reserve: Blank (in DAS mode this field 

is not available) 
Click on the Load Times button, this will load 
the program start and end time into the 
From/Through Hour windows. 
Click on Fill button, this will put the program 
value into each hour of the program rate (PR) 
row. 
General Options: (Default Values) 

Delay Limit: 180 
Target Delay: 1 
Earliest R-Slot: 0 
Adjust Delay: 20 
Purge Notification: Taxied: 20, GS: 20, 
GDP/AFP:45 (Default Values) 
AFP Override: Unchecked 
Slot Hold Override: Blank 

Exempt AFPs: Blank 
Include Only Options: 

  Arrival Fix: All, Aircraft Type: All, 
Carrier (Major): All (Default Values) 
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Scope Tab 
 
Select By = Tier 
Scope = ALL+CZY_AP 

 
 

 
 
 
 
Airports – Origin  

Exempt = Blank 
Non-Exempt = (CZY_AP): CYHZ CYOW CYUL 

CYYZ CYTZ CYQB 
 

Flights 
Radio Button = Exempt All Flights Departing 

Within = 30 Minutes 
(The default time is 45, type in the new time) 
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After modeling the program, click on the “Run Actual Program” button.  This will bring up “Coversheet” window for the program. 

 

Verify the program parameters then: 

Click on the Program Parameters check box  

 

 

 

 

 

 

 

 

Select the Impact conditions  

Category: Weather           Cause: Low Ceilings 

 

Click on the Program Parameters check box  

 

The Send Acutal GDP is now available to click on and send the program  



March 19, 2012 

Ground Stop issued at 1905Z 

 
 
Program Type = Ground Stop 
Parameters Tab 

Program Time Options 
  Start = 1900Z 
  End = 2000Z 

Before Revision Start: Unchecked 
After revision End: Unchecked 
Compress to Last CTA = Default 
Checked 

Program Rate:  
Hourly: No Entry required 
Pop-Up: - 
Reserve: - 

 
 
General Options: (Default Values) 

Delay Limit: 180 
Target Delay: 1 
Earliest R-Slot: 0 
Adjust Delay: 20 
Purge Notification: Taxied: 20, GS: 20, 
GDP/AFP:45 (Default Values) 
AFP Override: Unchecked 
Slot Hold Override: Blank 

Exempt AFPs: Blank 
Include Only Options: 

  Arrival Fix: All, Aircraft Type: All, Carrier 
(Major): All (Default Values) 
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Ground Stop Scope Tab 
 
 
 
 
Scope Tab 
 
Select By = Tier 
Scope = First Tier + CZY_AP 
 (ZBW ZOB ZDC ZNY) 

 
 

 
 
 
Airports – Origin (Verify correct CZY airports) 

Exempt = Blank 
Non-Exempt = (CZY_AP): CYHZ CYOW CYUL 

CYYZ CYTZ CYQB 
 

Flights 
Radio Button = Exempt Active Flights Only 

(By Status) 
 

 

 

 

 
 
 
 
 
 


